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LIGHTING

Type

Project

  
B a l l a s t  M a n u f a c t u r e r s

If specific ballasts are required, please use following code note: Consult factory for pricing.

Ordering Code Suffix
   Advance      ADV
   Universal     ULT
   Fulham      FUL          
   Osram      OSM
            Ballast Options 

Please see following standard ballast options.
    Program Start                                                   PS
                Instant Start     IS     
   Low Ballast Factor (.77-.95) Specify                LBF
                High Ballast Factor (1.05-1.20) Specify   HBF

Dimming Ballasts
   Lutron Dimming Ballast     Ordering Code Suffix
   Hi Lume                                DLH
   ECO System     DLE
   Tu-Wire              DL2
   Hi Lume3D     DL3
   ECO-10 TVE     DLT
   ECO10      DL10
   Advance/Philips Dimming Ballast               Ordering Code Suffix
   Mark 7      DA7
   Mark 10      DA10
   ROVR      DMR
   Optanium Step Dim    DOS
   Essentialine     DAE
   Universal Dimming Ballasts  Ordering Code Suffix
   DEMANDflex      DUF
   BallaStar     DUB
   DaliPro      DUD
   AddressPro     DUA
   SuperDim     DUS
   E-Tensity(HID)     DUE
   OSRAM/Sylvania Dimming Ballasts  Ordering Code Suffix
   Quicktronic     DOQ
   Powersense     DOP
   Powersense  2 Wire    DOP2
   Professional Helios    DOH
   Professional Dali     DOD
   Quicktronic Low BF    DQL
   Metrolight     Ordering Code Suffix
   Standard NON Dimming    DMS
   Dimming (HID)     DMD

        

A C C E S S O R I E S / B A L L A S T  O P T I O N S



Note: Apollo Lighting reserves the right  to make any design change for continuous improvement which will not change the overall appearance or decrease perfor-
mance. All ceilings are to be adequately reinforced by others. All fixtures are to be wired by a licensed electrician only. The information contained herein is the sole 
property of Apollo Lighting and may not be used without prior written consent.
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Emergency Ballast                Ordering Code Suffix

          Bodine
Specify Bodine part number after EMB-      Example EMB-B90               EMB-(Code)

         IOTA
Specify IOTA part number after EMI-           Example EMI-I32         EMI-(Code)

          Fulham
Specify Fulham part number after EMF-     Example EMF-FH7                EMF-(Code)

Occupancy Sensors                                             Ordering Code suffix
 Wattstopper
Specify Wattstopper part number after OSW    Example OCW-FS-505       OSW-(Code)

            Honeywell
Specify Honeywell part number after OCH     Example OCH- OSF10-I0W         OSH-(Code)

             Sensor Switch
Specify Sensor Switch part number after OSS   Example OSS-RM9                     OSS-(Code)

Daylight Sensors          Ordering Code suffix
            Wattstopper

Specify Wattstopper part number after DSW    Example DSW-FS-505       DSW-(Code)

         Honeywell
Specify Honeywell part number after DSH     Example DSH- DSF10-I0W         DSH-(Code)

              Sensor Switch
Specify Sensor Switch part number after DSS   Example DSS-RM9                       DSS-(Code)

Reflectors
Suffix

Asymmetric White Reflector        ASR
Symmetric White Reflector        SWR
Asymmetric Specular Reflector       ASY
Symmetric Specular Reflector       SSY
Perforated White Reflector        PWR
Perforated Galvanized Reflector        PGR
Asymmetric Galvanized Reflector       AGR
Symmetric Galvanized Reflector       SGR
Elliptical Specular Reflector       ESY


